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dedicated to ULTRA RAPID recharge LLS series

THREE-PHASE HIGH-FREQUENCY BATTERY CHARGERS
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> If required, all ‘standard’ charging cycles (8-11-13 hours)
are also available.

> Charging cycle selection via the display (3,5” TFT).

> Possibility of autonomously developing specific charging
cycles via the LADE-LIGHT MANAGER installed on a PC

and then up-loading to the battery charger via the USB port.

> Rechargeable batteries:
* Wet.
* GEL-AGM.
e Lithium-ion.
* Super-cap.
> Rechargeable battery voltages: 24 Volts - 48 Volts - 80
Volts

> Communication with ID-BATT for automatic up-load of the
charge cycle installed on each battery.

> CAN communication with the battery BMS (only in
combination with ID-BATT).
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> Communication with the
thermal probe installed on the
battery.

> USB port.

> Possibility to update the FW
remotely.

> SAFE-OFF solution for
disconnecting the connection
plug from the battery without
the risk of dangerous “sparks”.

> Highly visible LEDs for
immediate charging status
identification.

> Modular” construction solution
for quick and easy repair
(plug-and-play).
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External communication
and programming
via USB port

High visibility
colored LEDs

3,5" TFT display
colored touch-screen

dedicated to ULTRA RAPID recharge LLS series

THREE-PHASE HIGH-FREQUENCY BATTERY CHARGERS

Codice/ alimentazione / mains uscita / output dimensioni / sizes Peso/
Gl feel | von | me | Am Vet ame fgens Pet A MY
LLS24100M 1 185-265 | 47-63 15,0 3,4 24 100 630 490 310 32,0
LLS24120T 3 340-460 | 47-63 7,8 4,0 24 120 630 490 310 42,0
LLS24200T 3 340-460 | 47-63 13,0 6,7 24 200 630 490 310 45,0
LLS24240T 3 340-460 @ 47-63 15,6 8,0 24 240 560 500 980 70,0
LLS24400T 3 340-460 | 47-63 26,0 13,3 24 400 560 500 980 70,0
LLS24600T 3 340-460 @ 47-63 39,0 20,0 24 600 560 500 980 96,0
LLS36120T 3 340-460 | 47-63 1,5 6,0 36 120 630 490 310 42,0
LLS36160T 3 340-460 | 47-63 15,3 8,0 36 160 630 490 310 45,0
LLS36200T 3 340-460 | 47-63 19,1 10,0 36 200 630 490 310 46,0
LLS36240T 3 340-460 @ 47-63 23,0 12,0 36 240 560 500 980 81,0
LLS36320T 3 340-460 | 47-63 30,6 16,0 36 320 560 500 980 87,0
LLS36400T 3 340-460 @ 47-63 38,2 20,0 36 400 560 500 980 88,0
LLS36480T 3 340-460 | 47-63 46,0 24,0 36 480 560 500 980 98,0
LLS36600T 3 340-460 | 47-63 57,5 30,0 36 600 560 500 980 99,0
LLS48120T 3 340-460 | 47-63 15,6 8,1 48 120 630 490 310 42,0
LLS48160T 3 340-460 @ 47-63 20,8 10,6 48 160 630 490 310 45,0
LLS48200T 3 340-460 | 47-63 26,0 13,5 48 200 630 490 310 46,0
LLS48240T 3 340-460 @ 47-63 31,2 16,2 48 240 560 500 980 81,0
LLS48320T 3 340-460 | 47-63 11,6 21,1 48 320 560 500 980 87,0
LLS48400T 3 340-460 @ 47-63 52,0 27,0 48 400 560 500 980 88,0
LLS48480T 3 340-460 | 47-63 62,4 31,8 48 480 560 500 980 98,0
LLS48600T 3 340-460 | 47-63 78,0 40,5 48 600 560 500 980 99,0
LLS8080T 3 340-460 | 47-63 16,0 8,5 80 80 630 490 310 41,0
LLS80120T 3 340-460 | 47-63 24,0 12,8 80 120 630 490 310 46,0
LLS80160T 3 340-460 | 47-63 32,0 17,6 80 200 560 500 980 87,0
LLS80240T 3 340-460 | 47-63 48,0 25,6 80 240 560 500 980 88,0
LLS80360T 3 340-460 | 47-63 72,0 38,4 80 560 560 500 980 109,0
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it a charging cycle
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> To install on every battery in the fleet. AVAILABLE MODELS:
> Fully sealed and acid-resistant solution. > ID-BATT:
e Sizes: 40 x 30 x h 21 mm

> Inside is a thermal probe. N
* Weight: 94 g

> ID-BATT CAN: this version
is able to communicate with

> It allows identify the individual battery and assigns a
specific, dedicated charge cycle.

BATTERY IDENTIFICATION DEVICE

> It can be programmed for any battery with a nominal lithium battery BMSs via a
voltage between 24Volt and 80Volt and any capacity. suitable CAN BUS protocol,

> The up-loading of the charge cycle will take place via a then transfer the appropriate
smart-phone (ANDROID) using NFC technology. information received from the

> The APP to install on the smart-phone will have a battery, to the charger.

selectable archive of charge cycles. Other specific
ones can be generated via the LADE-LIGHT MANAGER
and then transferred to the smart-phone.
> It can be reprogrammed at any time. OPTION:

> By connecting the battery to the charger, the ID-BATT additional temperature sensor

will transfer the charge cycle to the charger.
IMPORTANT: Should there be any communication
problems, the “manual selection of charge cycle”
option will be available on the charger display to
ensure 80% charging at all times.
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> |ID BATT communicates with all chargers belonging to
the LADE-LIGHT and LADE-LIGHT SUPERCHARGER \
series.
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